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INVOLUCRO SIMPLES E MODULAR PARA
INSTRUMENTOS DE MEDIGAOD
SINGLE AND MODULAR ENCLOSURE FOR

sermatex

MEASUREMENT INSTRUMENTS
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Dados Técnicos:

2 ISRR+T-% "Ex d" —a prova de explosdo
Tipo de .
protegao IMRRTY "Ex de" -a prova de explozao e
SEQUrANCA aumentada
o ISRR+T-Y BR Exd NC T* IPGE
Marcacao
IMRR+T-% BR Exde NC T* IPGE
Certificado de :‘h :;
conformidade =

CEPEL: CEPEL-EX-070/2003

UL: 04/UL-BRAE-0003

Zonal e Zona 2 conf. MBR 5418,
eguivalente [EC BOOF3-10.

IP 66 conforme MBR 6146,
eguivalente [EC G0529.

Aprovacao: Conforme Mommas Brasileiras ABMT

Area de Aplicagao

Indice de Protecao

Hormas ABEMT ZEMELEC IEC
Requisitos gerais MBR 9518 EM 50014 6007 3-0
A prova de explosao MBR 5363  EM 50015 B0073-1
Seguranca Aumentada MBRS9583  EM 50019 §O079-7

Frequencimetros
Tamanho 45 0x 43,0 mm
Posigdo de Operacao  “ertical

- Dizpde de zistema eletrénico
internamente

- Ezcala intercambiavel

- Sistema de auto alimentacio pars
medigies

Q' Freguencimetro  com  ponteiro &

projetado para medicio de freqlénciss

na faika de 45 a 65 Hz.

Instrumentos de Ferro Movel -
Voltimetros e Amperimetros

43 0 x 48 0mm
Yertical

-Para medicdes de correntes & tensdes
em CA,

Instrumentoz  de  ferro mavel =80
utilizados para medir valores efetivos
(r.m.s) de correrte e tensdo aternada
na faixa de freqiléncia de 15-100Hz.
Devido a construcio especial da caixa,
a troca de escala & rapida favaoravel
principalmente &  instrumentos  para
ligacdo a TC e TR (XMA, X5A XM00,
110%7

Caracteristicas

Descrigao

Tamanho
Posigao de Operacao

Caracteristicas

Descricao

Instrumentos de Bohina Movel —
Voltimetros e Amperimetros

430 x 43 0mm
Yertical

- Para medigdes de corrertes e
tensdes em CC.

- Ezcala intercambiavel

- Resizténcia & vibragdes mecinicas

Dz instrumertos com bobina mavel 280
tilizadoz guando neceszzta-ze medi
cotrerte & tensdo em CC. E apropriado
ezpecialmente para instrumentos gue

Tamanho
Posigao de Operacao

Caracteristicas

Descril;ﬁu ezt conectados & transdutores com
rendimerto da corrente padronizada ou
para circuitos secundarios com gueds
de tenzdo. (e.q. B0mMY)

Peso do

SG.EX SRR+ TAN 1,260 kg

Peso do

SG.EX ISRR+ TAN 1,260 kg

Peso do

SG.EX IMRR+ TAN 1,840 kg

Technical Data:

ISRR+T-% "Ex d" - Flameproof
Twvpe of
protection | rr+Ty "Ex de" — Flameproof and

Increazed Safety
: ISRR+T-Y BEExd IC T* IPGE

Marking

IMRR+T-%  BR Ex de lIC T* IPEG
Certificate of :&-ﬂ: : M
conformity R

CEPEL: CEPEL-EX-070/2003

UL: 04/UL-BRAE-0003

Zone1 and Zone 2 - NBRE 5415,
equivalent to IEC BO0T3-10.

IP BE according to MBRE  B146,
equivalent to IEC G0529.

Approvals: According to ABMT Brazilian standards

Area of Application

Ingress Protection

Standards ABMT  CEMELEC IEC

General requirements  nNBR 9515 EM 50014 6007 3-0

Flameproof MBR 5363 EMS0013 BO0T3-1

Increased Safety MBR 9533 EM 20013 BO0T3-7
Frequency Meters

Size 43.0x 48.0 mm

Operating Position Yertical

- Internal electronic circuit

Features - Exchageable dial
- Power zupply from measuring circuit
FPoirter freguency meters are designed
Description for  measurement of mains  voltage
fregquency with the range of 45 10 65 Hz
Moving-lron Instruments -
Voltmeters and Ammeters
“ize 45,0 x 48 0mm
Operating Position ‘Vertical
- For measurement of &C currents and
Features S

"Moving iron instruments are used to
meazure r.m.z. values of a.c. currerts in
the frequency range of 15t0 100 Hz. The
zpecial caze design allows guick zcale
exchange for ether new or old model.
Thiz szpecialy =zutable for instrumerts
which are connected to current or voltage
transformes GO A, Xrog, X100, 110%)

Description

Moving-Coil Instruments -
Voltmeters and Ammeters

Size 45,0 % 48 ,0mm
Operating Position ‘ertical
- Faor measurement of DC currents and
voltages

Features - Exchangeable dial

- RBesistence to mechanical vibrations

Theze instrumentsz are uzed where DC
current and voltage measuring
inztrument iz reguired. Thiz iz especially
zuitable for instruments that are
connected to a transducers with standard
type current output or to separate shunts
with rated voltage drop (e.g. BOmMY)

Description

Weight of
SG-EHISHH+ TAN 1,260 ky
Weight of

SG-EHISHH+ TAN 1,260 ky
Weight of

SG-EHIMHH+ TAN 1,240 kg

Furagdes para entradalsaida de cabos do invélucro
Optional cable inletsioutlets

Fossiveis
Furacdes
Cptional
Cutlets
Face A

#
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Fossiveis
Furagdes
Dptional Qutlets
Face Face
A =15
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